Restoration cover, size 1

AD

AD

Types

e 1 =Hawle, VonRoll and Camponovo
e 2 =Suba

o 3 = Secured with a Suba seal

o 4 = Hawle with collar

Medium

4582000010
4582000015 X
4582000016
4582000017
4582000018
4582000019
4582200010
4582200015 X
4582300010
4582300015 X
4582000011

4582000012 Waste
water

4582000013 Anergie

X = without chain
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Application

o Compatible with old street cap designs

AD
(mm)
160.0
160.0
145.5
149/145
148.0

hawle

4582

oD

118
118

118

Characteristics

Durable magnets guarantee a secure
fitting

e Do not rust together or fuse together in
the cold

e Glass fibre cover can be easily opened at
all times

o Chemically resistant to oil, salt solutions,
combustibles and fuels

e Temperature and UV-resistant
¢ reduced noise emission

T H weight  NPK No.
(mm) (mm) (kg) 412
20 0.700 872632
20 0.700 872632
20 0.700 872632
20 0.700 872632
20 0.700 872632
20 0.700 872632
15 0.700 872632
15 0.700 872632
15 0.700 872632
15 0.700 872632
20 45 0.700 872632
20 45 0.700 872632
20 45 0.700 872632


http://www.tcpdf.org

